
200 Petroleum Square Two 
1324 N. Hearne Ave., Ste. 200 
Shreveport, Louisiana 71107 

Phone: (318) 221-6282 

CUSTOMER NAME: 

STREET/PO BOX: 

CITY ST. ZIP: 

PRODUCT DESIGNATION: 

DATE RECEIVED: 

DATE APPROVED: 

SPECIFICATION CRITERIA: 

SPECIFICATION NUMBER: 

COMPONENT 

METHANE 

ETHANE 

PROPANE 

ISO BUTANE 

N-BUTANE 

ISOPENTANE 

N-PENTANE 

DIMETHYL ETHER 

DIFLUOROETHANE 

---
p RES~ 

CORPORATION 

P.O. Box 78588 
Shreveport, LA 71137-8588 

Fax: (318) 213-1270 
Website: www.aeropres.com 

AEROPRES SPECIFICATION SHEET 
SPECIFICATION ID: 990301-57 

ENVIRO-SAFE 

JOO CAROLINE 

PEKIN, IL 61554 

AB-70 

03/01/1999 

03/01/1999 

MOLE% 

ENVIROAB-70 

MIN SPECS MAX TEST METHODS 

0.00 0.15 Composition,Unsaturates-G.C. Profile 

0.00 2.50 
Acidity of Residue-ASTM-D-1093. 

43.04 59.70 

0.00 3.00 Residue-ASTM-D-2 l 58(MOD). 

38.80 56.96 Odor-Match Approved Standard. 

0.00 1.00 
Sulfur-G.C. Profile/Flame Photometric 

0.00 1.00 

0.00 0.00 Vapor Pressure-ASTM-D-1267(MOD) 

0.00 0.00 Moisture-Electronic 
1,1,1,2-TETRAFLUOROETHANE 0.00 0.00 

PARAMETERS MIN SPECS MAX PARAMETERS 

RESIDUE 0.0000 (g/IOOml) 0.0005 ACIDITY OF RESIDUE: NEUTRAL 

VAPOR PRESSURE @70 ACTUAL 68.00 (psig) 72.00 OXYGEN <!ppm 

MOISTURE 0.00 (ppmw) 5.00 NEOPENTANE <!ppm 

TOTAL UNSATURATES 0.00 (ppmw) 1000.00 HEXANE+ <!ppm 

TOTAL SULFUR COMPOUNDS 0.00 (ppmw) 0.00 CHLORIDES NIA 

MONITOR: CERTIFICATE OF ANALYSIS 

PROPERTIES APPEARANCE: GAS@AMB. COLOR: CLEAR COMPOSITE ODOR: PASS 

REMARKS/COMMENTS 
Actual Vapor Pressure should not exceed +or- 2psi of Theoretical Pressure. Ic4 spec inclusive ofNc4 

QUALITY ASSURANCE 
Aerosol Propellants ·>> Blowing Agents c, Industrial Chemicals 

ISO 9001 :2000 Certified 

QUALITY CONTROL 

mrivers
Text Box
Question #6 - Specifications



200 Petroleum Square Two 
1324 N. Hearne Ave., Ste. 200 
Shreveport, Louisiana 71107 

Phone: (318) 221-6282 

CUSTOMER NAME: 

STREET/PO BOX: -·---

CITY. ST. ZIP: 

PRODUCT DESIGNA TJON: 

DATE RECEIVED: 

DATE APPROVED: - -

SPECIFICATION CRITERIA: 

SPECIFICATION NUMBER: 

COMPONENT 

METHANE 

ETHANE 

PROPANE 

ISOBUTANE 

N-BUTANE 

ISOPENTANE 

N-PENTANE 

DIMETHYL ETHER 

DIFLUOROETHANE 

CORPORATION 

P.O. Box 78588 
Shreveport, LA 71137-8588 

Fax: (318) 213-1270 
Website: www.aeropres.com 

AEROPRES SPECIFICATION SHEET 
SPECIFICATION ID: 010518-74 

ENVIRO-SAFE (ETHANE) 

IOO CAROLINE ST. P.O. BOX 612 

PEKIN, IL 61554 

A-108 

05/18/2001 

05/18/2001 

MOLE% 

051801 

MIN SPECS MAX TEST METHODS 

0.00 0.15 Composition,Unsaturates-G.C. Profile 

2.00 5.00 
Acidity of Residue-ASTM-D-1093. 

95.00 0.00 

0.00 3.50 Residue-ASTM-D-2 l 58(MOD). 

0.00 3.00 Odor-Match Approved Standard. 

0.00 0.50 
Sulfur-G.C. Profile/Flame Photometric 

0.00 0.50 

0.00 0.00 Vapor Pressure-ASTM-D-1267(MOD) 

0.00 0.00 Moisture-Electronic 
1,1,1,2-TETRAFLUOROETHANE 0.00 0.00 

PARAMETERS MIN SPECS MAX PARAMETERS 

RESIDUE 0.0000 (g/IOOml) 0.0005 ACIDITY OF RESIDUE: NEUTRAL 

VAPOR PRESSURE @70 ACTUAL 122.00 (psig) 135.00 OXYGEN <I ppm 

MOISTURE 0.00 (ppmw) 5.00 NEOPENTANE <!ppm 

TOTAL UNSATURATES 0.00 (ppmw) 1000.00 HEXANE+ <I ppm 

TOTAL SULFUR COMPOUNDS 0.00 (ppmw) 0.00 CHLORIDES NIA 

MONITOR: CERTIFICATE OF ANALYSIS 

PROPERTIES APPEARANCE: GAS@AMB. COLOR: CLEAR COMPOSITE ODOR: PASS 

REMARKS/COMMENTS 
Actual Vapor Pressure should not exceed +or- 2psi of Theoretical Pressure. lc4 spec inclusive ofNc4 

QUALITY ASSURANCE 
Aerosol Propellants "" Blowing Agents 0 Industrial Chemicals 

ISO 9001 :2000 Certified 

QUALITY CONTROL 



A E R 0 PRES'\ 

200 Petroleum Square Two 
1324 N. Hearne Ave., Ste. 200 
Shreveport, Louisiana 71107 

Phone: (318) 221-6282 CORPORATION 

P.O. Box 78588 
Shreveport, LA 71137-8588 

Fax: (318) 213-1270 
Website: www.aeropres.com 

AEROPRES SPECIFICATION SHEET 
SPECIFICATION ID: 000510-93 

CUSTOMER NAME: ENVlRO-SAFE 

STREET/PO BOX: 100 CAROLINE ST P.0.BOX 612 

CITY. ST. ZIP: PEKIN, IL 61554 

PRODUCT DESIGNATION: A-108 

DATE RECEIVED: 05/10/2000 

DATE APPROVED: 0511012000 

SPECIFICATION CRITERIA: MOLE% 

SPECIFICATION NUMBER: AEROA-108 

COMPONENT MIN SPECS MAX TEST METHODS 

METHANE 0.00 0.15 Composition,Unsaturates-G.C. Profile 

ETHANE 0.00 l.75 
Acidity ofResidue-ASTM-D-1093. 

PROPANE 95.00 0.00 

JSOBUTANE 0.00 3.00 Residue-ASTM-D-2 l 58(MO D). 

N-BUTANE 0.00 3.00 Odor-Match Approved Standard. 

ISOPENTANE 0.00 0.50 
Sulfur-G.C. Profile/Flame Photometric 

N-PENTANE 0.00 0.50 

DIMETHYL ETHER 0.00 0.00 Vapor Pressure-ASTM-D-1267(MOD) 

DIFLUOROETHANE 0.00 0.00 Moisture-Electronic 
1,1,1,2-TETRAFLUOROETHANE 0.00 0.00 

PARAMETERS MIN SPECS MAX PARAMETERS 

RESIDUE 0.0000 (g/lOOml) 0.0005 ACIDITY OF RESIDUE: NEUTRAL 

VAPOR PRESSURE@70 ACTUAL 106.00 (psig) 121.00 OXYGEN <!ppm 

MOISTURE 0.00 (ppmw) 5.00 NEOPENTANE <!ppm 

TOTAL UNSATURATES 0.00 (ppmw) 1000.00 HEXANE+ <!ppm 

TOTAL SULFUR COMPOUNDS 0.00 (ppmw) 0.00 CHLORIDES NIA 

MONITOR: CERTIFICATE OF ANALYSIS 

PROPERTIES APPEARANCE: GAS@AMB. COLOR: CLEAR COMPOSITE ODOR: PASS 

REMARKS/COMMENTS 
Actual Vapor Pressure should not exceed +or- 2psi of Theoretical Pressure. Ic4 spec inclusive ofNc4 

QUALITY ASSURANCE 
Aerosol Propellants <? Blowing Agents ,,, Industrial Chemicals 

ISO 9001 :2000 Certified 

QUALITY CONTROL 




